35SH High Torque Hybrid Stepper MOt()r
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Characteristics Specification
STEP ANGLE Model 35SH26-0284A 35SH28-0504A 35SH36-1004A
1,8°
1 RATED VOLTAGE \) 74 10 2,7
STEP ANGLE ACCURACY
+ 500 2 CURRENT/PHASE 0,28 05 1
INSULATION CLASS 3 RESISTANCE/PHASE Q 26 20 2,7
B
4 INDUCTANCE/PHASE mMH 27 14 43
AMBIENT TEMPERATURE
-20°C +50°C 5 HoLpiNG TorauE Nm 0,07 0,1 0,14
TEMP. RISE 6 ROTOR INERTIA G-CM* 10 " 14
80°C MAX (RATED CURRENT, 2 PHASE ON) 7 WEIGHT Ko 013 0,14 0,18
%SC‘)JLGT'ON RESISTS?)’:)C\E/DC 8 NUMBER OF LEADS N° 4 4 4
OHM MIN.
9 LENGHT MM 26 28 36
DIELECTRIC STRENGTH
500 VAC FOR ONE MINUTE ..
e Speed vs. Torque Characteristics
0'02 MEN (450 6 LOAD] 35SH26-0284A 35SH28-0504A
VM: 24V; 0,28A /Phase Driver: SMD 103 VM: 24V; 0,5A /Phase Driver: SMD 103
SHAFT AXIAL PLAY Torque [Nm] FULL STEP Torque [Nm] FULL STEP
0,08 MAX. (450 G L0AD) oo 018 T
0,060 T— S 0,090 \\
™\,
MAX RADIAL FORCE 222 N SZ;Z N
28 N (20 MM FROM FRONT FLANGE) ' N\ ' \
0,030 \\ 0,045 \
0,020 0,030 N
MAX AXIAL FORCE 0010 oots N
10N 0,000 \ 0,000 \'
100 1000 10000 100 1000 10000
Speed [Pps] Speed [Pps]
Connection
355H36-100_4A
LEAD N° COLOR GAUGE FUNCTION N VM: 24, 1,08 [Phase Diiver: SMD 103
0,140
1 Brack UL1430 AWG26 PHASE A 0,120
2 GREEN UL1430 AWG26 PHASE A- 0,100
3 Reo | UL1430 AWG26 Prase B 0,080 ™
0,060
4 Bwe | UL1430 AWG26 Prask B- 0040 ™
UNIPOLAR MOTOR 0,020 N
5 Yewow | UL1430 AWG26 Com PHase A 0.000 +== 7500 70000
6 WHITE UL1430 AWG26 CoM PHasE B Speed [Ppe]
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