
Presence Sensing Safety Devices

* For more detailed information, please visit www.ab.com/safety

Scan to learn more about safety products on ab.com.

Safe 4

Description
•	 ON/OFF functionality standard
•	 Integrated laser alignment system
•	 Finger 14 mm (0.55 in.) - 9 m (29.52 ft.) range or 

hand 30 mm  (1.18 in.) - 18 m or 30 m. (59.05 ft. or 98.42 ft.) range
• IP65
•	 M12 QD connectors

Micro 400 with MSR41 or MSR42 controller

Description
•	 Slim (15 mm X 20 mm) (0.59 in. x 0.78 in.) profile 
•	 ON/OFF (MSR41) or advanced functions (MSR42) controller
• Cascadeable
•	 Finger 14 mm (0.55 in.) or hand 30 mm (1.18 in.) detection
•	 M12 QD connectors on 20 inch integrated cable
•	 IP54 standard /IP69K option
• 5 m (16.4 ft.) range

GuardShield Type 4

Description
•	 Advanced features and functionality

- Fixed and floating blanking, EDM (External Device Monitoring),
   beam coding, Start/Restart interlock

• Range: 16 m (52.5 ft.)
•	 Integrated laser alignment options
•	 Auxiliary output
•	 Finger 14 mm (0.55 in.) or hand 30 mm (1.18 in.)  detection
• Cascadeable
•	 DeviceNet connectivity options
•	 M12 QD connectors
•	 IP65 standard / IP67 kits available

GuardShield Type 2*

Description
•	 ON/OFF functionality standard
•	 EDM with restart interlock available
•	 Hand Detection - 30 mm (1.18 in.) resolution
•	 Auxiliary output
•	 M12 QD connectors
•	 IP65 standard / IP67 kits availabile

GuardShield Type 4 PAC

Description
•	 2-beam with 500 mm (19.68 in.) and 3-beam with 

400 mm (15.74 in.) spacing
•	 16 m (52.49 ft.) range
•	 Integrated laser alignment and DeviceNet safe connectivity options
•	 Beam coding
•	 External Device Monitoring (EDM)
•	 Start /Restart interlock
•	 Auxiliary output

Safe 4 PAC

Description
•	 ON/OFF functionality standard
•	 2-beam, 3-beam and 4-beam options
•	 30 m (98.42 ft.) range
•	 Integrated laser alignment system
•	 M12 QD connectors

SafeZone™ Safety Laser Scanners

Description
•	 190⁰ or 270⁰ scan angle
•	 2 m (6.56 ft.), 4 m (13.12 ft.) or 5 m (16.4 ft.) safety field range
•	 Configurable resolutions, 30 mm to 150 mm (1.18 in. to 5.9 in.)
•	 Multiple sampling (2 to 16 units)
•	 Configurable restart delay
•	 Horizontal or vertical mounting
•	 Seven segment display for diagnostic information
• IP65

Area Access Control Single Beam (AAC)

Description
•	 ON/OFF functionality
•	 Short range 20 m (65.61 ft.) or long range 

70 m (229.65 ft.) options
•	 Whole body detection 
•	 Heated front lens
•	 PG 13.5 cable gland connection
• IP65/IP67

MatGuard™ Safety Mats

Description
•	 Specially hardened steel plate construction
•	 Active sensing over entire mat surface
•	 Four-wire system for fault detection
•	 Minimum detection weight of 66 lbs. (29.9 Kg)
•	 Variety of aluminum trim options
•	 Special sizes and shapes are possible
• IP67

Safedge™ Safety Edges

Description
•	 Conductive rubber profiles
•	 5 mm,19 mm or 41 mm (0.19 in., 0.74 in. or 1.61 in.) cushion 

factors available
•	 50 m (164.04 ft.) maximum lengths
•	 Variety of profile shapes
• IP65

Safe 2*

Description
•	 ON/OFF functionality
•	 Integrated laser alignment system
•	 Hand 30 mm (1.18 in.) detection
• IP65
•	 M12 QD connectors
• 18 m (29.5 ft.) range

SC300 Hand Detection Safety Sensor

Description
•	 ON/OFF functionality
•	 EDM, restart interlock functionality
•	 Fits openings up to 1.5 m X 1.5 m (4.92 ft. x 4.92 ft.)
•	 24 mm or 30 mm (0.94 in. or 1.18 in.) resolution tape kits
•	 Vertical or horizontal mounting
• IP54


