57SH76 High Torque Hybrid Stepper MOt()r
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Characteristics Specification
STEP ANGLE 57SH76-1A 57SH76-2A 57SH76-3A 57SH76-4A
1,8°
1 RATED VOLTAGE \Y 8,6 45 3 3.2
STEP ANGLE ACCURACY
+ 5% 2 CURRENT/PHASE A 1 2 3 2,8
INSULATION CLASS
B 3 RESISTANCE/PHASE Q 8,6 2,25 1 1.13
AMBIENT TEMPERATURE 4 INDUCTANCE/PHASE ~ MH 14 36 1.6 36
-20°C +50°C
5 HoLbiNG TorRQUE Nm 1,35 1,35 1,35 1,89
TEMP. RISE
80°C MAX (RATED CURRENT, 2 PHASE ON) 6 RoToR INERTIA G-cm 480 480 480 480
INSULATION RESISTANCE
100 M OHM MIN. 500 VDC 7 WEIGHT K ! ! ! !
DIELECTRIC STRENGTH 8 NUMBER OF LEADS  N° 6 6 6 4

500 VAC FOR ONE MINUTE

Speed vs. Torque Characteristics

SHAFT RADIAL PLAY

0,02 MAX (450 6 L0AD) 57SH76-1A 57SH76-2A
VM: 30V; 1,0A /Phase Driver: SMD 103 VM: 30V; 2,0A /Phase Driver: SMD 103
T AL U Torque [Nm] HALF STEP Torque [Nm] HALF STEP
1,260 1,400
0,08 MAX. (450 G LOAD) 1oso0 1200
0:900 \ 1,000 TSN
MAX RADIAL FORCE 0720 L 0500 AN
75 N (20 MM FROM FRONT FLANGE) ’ N\ ' N\
0,540 0,600
0,360 0,400 \\
MAX AXIAL FORCE [ N
0,180 e 0,200
15N N
0,000 0,000
100 1000 10000 100 1000 10000
Speed [Pps] Speed [Pps]
57SH76-3A 57SH76-4A
6 VM: 30V; 3,0A /Phase Driver: SMD 103 VM: 30V; 2,8A /Phase Driver: SMD 103
LEAD N° COLOR GAUGE FUNCTION Torque [Nm] HALF STEP Torque [Nm] HALF STEP
1,400 2,100
1 BLack UL1430 AWG22 PHASE A 1,200 1,800
2 GReen | UL1430 AWG22 PrASE A- 1,000 — 1,500 N
, - 1,200
3 R | UL1430 AWG22 Prsst B oo AN
0,600 N 0,900 \
4 Bwe | UL1430 AWG22 Phast B- 0400 N | 0600 \\
UNIPOLAR MOTOR 0,200 0,300 ™ {
5 Yewow | UL1430 AWG22 Com PHASE A 0.000 = 1000 10000 0000 4 7000 10000
6 WHITE | UL1430 AWG22 CoM PHaSE B Speed [Pps] Speed [Pps]
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