Overview

electromechanical
magnetic switches
in rectangular housings

Rectangular housings

MA-11, 28.6 x 6.4 x 18 mm
PA 6.6

MA-01, 45 x 9 x 13 mm

PA 6.6

MA-45, 45 x 9 x 25.5 mm

PA 6.6

Switching distance (S,,) 10 mm 8 mm 25 mm 10 mm 10 mm 5 mm
Referring magnet (page) TK-11-11 (229) TK-11-11 (229)T-67N/S TK-11-01 (229) TK-45(229)  TK-45 (229)
Switching capacity (diagr.-no.) 10 VA (4) 3 VA (1) 10 VA (4) 10 VA (4) 10 VA (4) 60 VA (9)
Max. switching voltage 250V 130V 250V 250V 250V 250V
Switching function N.O. change over  bistable N.O. N.O. change over
Special features Standard Standard Standard Standard Standard Standard
Designation MAK-1112-B-1  MAK-1113-1.5 MAK-1114-B-5 MAK-0112-B-1 MAK-4512-B-1 MAK-4513-L-1
Part number 631.1211.541 641.0311.368 631.1411.603 631.1201.288 631.1245.539 631.6345.540

Rectangular housings

MA-13, 68 x 30 x 15 mm
PC

MA-02, 80 x 15 x 20 mm

PA 6.6

MA-02, 80 x 15 x 20 mm

GDAISi 12

Switching distance (S,,) 8 mm 21 mm 18 mm 20 mm 10 mm 30 mm
Referring magnet (page) T-62N/S (212) TK-21-02 (229) TK-21-02 (229) T-62N/S T-62N/S (212)  T-62N/S (212)
Switching capacity (diagr.-no.) 60 VA (9) 100 VA (11) 30 VA (8) 250 VA (12) 100 VA (11) 60 VA (9)
Max. switching voltage 250 V 250 V 250 V 250 V 250 V 250 V
Switching function N.O. N.O. change over  bistable N.O. change over
Special features Standard Standard Standard Standard Temp. range  Temp. range
-40°C.. +150°C -40°C..+150°C
Designation MAK-1313-L-1 MAK-0212-F-1  MAK-0213-K-1 MAK-0214-P-3 MAA-0212-FT-5 MAA-0213-LT-1
Part number 631.6313.004 631.4202.204 631.5302.309 641.9402.397 631.4202.522 631.6302.389

Rectangular housings

MA-12, 80 x 15 x 20 mm
PA 6.6

MA-44, 80 x 15 x 30 mm

PA 6.6

MA-32, 85 x 24 x 26 mm

PBT

Switching distance (S,,) 21 mm 24 mm 25 mm 19 mm 22 mm 20 mm 15 mm 16 mm
Referring magnet (page) TK-21-12 (229) TK-21-12 (229) T-62N/S (212)  TK-44 (229) TK-44 (229) T-62N/S (212)  T-67N/S T-62N/S (212)
Switching capacity (diagr.-no.) 100 VA (11) 60 VA (9) 60 VA (9) 100 VA (11) 80 VA (10) 250 VA (12) 100 VA (11) 250 VA (12)
Max. switching voltage 250 V 250 V 250 V 250V 250V 250 V 250 V 250 V
Switching function N.O. change over  bistable N.O. change over  bistable bistable bistable
Special features Standard Standard Standard Standard Standard Standard Standard Standard
Designation MAK-1212-F-1  MAK-1213-L-1 MAK-1214-L-2  MAK-4412-F-1  MAK-4413-M-1 MAK-4414-P-2 MAK-3214-F-3 MAK-3214-P-1
Part number 631.4212.217 631.6312.220 641.0412.143 631.4244.536 631.7344.538 631.0444.562 631.4432.609 631.0432.598
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