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Technical data sheet · Interface Technology

LCIS analogue/analogue converter, passive

Subject to technical modification 750528.0000 

Identification Type LCIS-P1K-0528-62-S

Part-No. 750528.0000

Input

Input signal 4–20 mA

Galvanic insulation I/O 2-way isolation

Input overload capability max. 35 mA

Build-up time (Accuracy 1%) 6 ms (for working resistance 500 Ω and 20 mA)

Load Side

Output signal 4–20 mA

Max. load impedance at I-output 1000 Ω (RB)

Output current –

Ripple <5 mVeff (working resistance 100 Ω)

General

Nominal voltage passive

Input/output protection Suppressor diode (33 V)

Accuracy 0.1 % FSR (23 °C)

Build-up time (Accuracy 1%) 6 ms (for working resistance 500 Ω and 20 mA)

Burden error <0.06 % from measured value / 100 Ω working resistance

Temperature drift /K <150 ppm / K FSR

Temperature drift (working resistance 
>600R)

<100 ppm / K FSR
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Temperature drift (working resistance 
>600R)

<150 ppm / K FSR

Insulation voltage input/output 1.5 kVeff

Housing material PA 6.6 (UL 94 V-0) / NFF I2 F2

Field installation rail TS 35 (EN 60175)

Protection class IP 20

Installation postition Optional

Termination Screw terminal: solid 0.25 – 2.0 mm2/ AWG 20 – 14
fine stranded with ferrule 0.25 – 1.5 mm2/ AWG 20 – 16
Stripping length: 8 mm
Screw driver: 3.5 x 0.5 mm

Operation temperature range -25 °C – 60 °C

Storage temperature range -40 °C – 80 °C

Dimensions (w × h × d) 6.2 × 93.0 × 71.0 mm

Weight (kg/piece) 0.040 kg/piece

Approvals CSA and GL in preparation, UL

Dimensions
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PIN assignment

Action chart

Logo

Accessories

Comments With connection: This passive isolator has a non-reactive transmission, so that the cur-
rent in the input circuit is not interrupted for an output interruption.
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Accessories Color Article number Type PU

Tag holder (quantity 200) white (5×5 mm) 780981.000.2 LCOS-ZB-BZS-whi-
te-00

10

Tag holder (quantity 200) red (5×5 mm) 780982.000.2 LCOS-ZB-BZS-red-
00

10

Tag holder (quantity 200) blue (5×5 mm) 780983.000.2 LCOS-ZB-BZS-
blue-00

10

Tag holder (quantity 120) white (12×6 mm) 780985.000.2 LCOS-ZB-BZS-whi-
te-12/6

10


