
Item

Buttons

Display

Communication interface

Accuracy

Medium temperature

Ambient temperature

Fluidic conductivity

Measuring scope

Current output accuracy

Current output mode

Analog output

Maximum load of current output

Alarming current

Frequency output scope

Pulse width

Pulse mode NPN transistor output 32vdc/200mA

Tri-button operation

LCM  128*64 pixel backlit type

RS-485 (Modbus) 
(Optional support for ZigBee Pro wireless transmission)

1-40 ~ 70 BC

±0.5% of (0.2% al) reading@1m/s option

> 5 uS/cm

0.1m/s ~ 10m/s

0.1% of Pulse Output Accuracy
Temperature coefficient (100ppm/BC)

Proactive

4 ~ 20mA

< 700Ω

3.6mA or 22 mA

2 ~ 8 KHz

Automatic (pulse width 50%)

Time constant

Control output (DO)

Control input (DI)

Baud rate

Protection rating

Enclosure material

Input power

Power consumption < 10W

1~100 s

NPN transistor output 32vdc/200mA ;2-CH

Dry contact  ON< 200Ω ; 1,000Ω< OFF ; 
1-CH(EPD30),2-CH(EPD34)

IP67 / NEMA 4X

Aluminum alloy

AC 100~240V or DC 24V

Wire inlet specification

Excitation mode

Vibration regulation IEC 60068-2-3

M20 x 1.5*2 

Pulse DC

EMC regulation IEC/EN 61326-1 Class A table2

-20 ~ 120 BC(PTFE Lining)

1 It can’t display when LCM is lower than -20℃.
2 Continuous immersion in 6 meters of water for up to 48 hours.

SPECIFICATION 

1200 ~ 57600 bps

Operating pressure 210Kg/cm

EPD30 Standard type EPD34 Remote type

2IP68 (Transducer)
IP67/ NEMA 4X (Transmitter)

1/2"NPT *2( ),Transducer
M20 x 1.5*4( )  Transmitter

2

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



Connection specification

Nominal diameter(mm)

Lining material

Length

External diameter

PCD

Flange thickness

Inclined angle of 
screw hole

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)

L

fD

fC

t

q°

qh

N

H1

H2

Connection specification

Nominal diameter(mm)

Lining material

APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION STANDARD TYPE 

300

JIS 20K

L

PTFE

fD

fC

t

q°

qh

N

H1

40

200

140

105

18

45

19

4

125

7.08

50

200

155

120

18

22.5

19

8

125

7.72

65 80 100 125 150 200 250

200

175

140

20

22.5

23

8

145

8.98

200

200

160

22

22.5

23

8

145

12.25

250

225

185

24

22.5

23

8

195

16.42

250

270

225

26

22.5

25

8

195

23.56

300

305

260

28

15

25

12

270

31.03

350

350

305

30

15

25

12

305

43.37

400 500

430 480

380 430

34 36

15

27 27

12 16

365 406

74.23 94.15

11.25

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Inclined angle of 
screw hole

Weight (kg)

300

JIS 10K

PTFE

40

200

140

105

14

45

19

4

125

6.8

50

200

155

120

14

45

19

4

125

7.68

65 80 100 125 150 200 250

200

175

140

16

45

19

4

145

8.98

200

185

150

16

22.5

19

8

145

9.87

250

210

175

16

22.5

19

8

195

12.9

250

250

210

20

22.5

19

8

195

17.5

300

280

240

22

22.5

23

8

270

23.51

350

330

290

22

15

23

12

305

33.23

400 500

400 445

355 400

24 24

15

25 25

12 16

365 406

54.03 69.55

11.25

H2 314.5 322 414.5342 354.5 392 478 514 585 632

315 322 404.5342 347 384.5 467 506 572 616

DN100~300

L

t

H1 fD

fN
-
qh

H2

fC

q°

DN40~80

t

H1 fD

q°

H2

fC

f
N
-
qh

L

Remarks: For DN40~DN80, the lining protective ring is 2mm, so the total length of the flow meter shall be increased by L+4mm. 
For DN100~DN300, the lining protective ring is 0.5mm, so the total length of the flow meter shall be increased by L+1mm; 
total length (L) tolerance is ±3mm, total height (H2)  tolerance is ±5mm
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EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION STANDARD TYPE 

JIS 7.5K

PTFE

50

200

155

120

18

45

19

4

125

322

80(75)

200

211

168

21

45

19

4

145

360

100 125 150 200

511

250 300

250

238

185

24

45

19

4

195

399

250

263

225

26

30

19

6

195

411

300

290

247

23

30

19

6

270

472

350

342

299

24

22.5

19

8

305

400

410

360

26

22.5

23

8

365

577

500

464

414

28

18

23

10

406

625

Connection specification

Nominal diameter(mm)

Lining material

Length

External diameter

PCD

Flange thickness

Inclined angle of screw hole

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)

L

fD

fC

t

q°

qh

N

H1

H2

DN40~80 DN100~300

t

H1 fD

q°

H2

fC

f
N
-
qh

L L

t

H1 fD

fN
-
qh

H2

fC

q°

7.68 12.45 36.8315.82 19.55 25.63 55.63 74.95

Remarks: For DN40~DN80, the lining protective ring is 2mm, so the total length of the flow meter shall be increased by L+4mm. 
For DN100~DN300, the lining protective ring is 0.5mm, so the total length of the flow meter shall be increased by L+1mm; 
total length (L) tolerance is ±3mm, total height (H2)  tolerance is ±5mm
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EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



Connection specification

Nominal diameter(mm)

Lining material

Inclined angle of screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)

ANSI 300LbsConnection specification

Nominal diameter(mm)

Lining material

Inclined angle of screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)

APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION STANDARD TYPE 

511 575321 344 350 394 407 464308 633

44.17 67.238.32 10.78 12.25 17.82 20.96 27.03

300250

400

406.4

361.9

28.6

15

25.4

12

365

500

482.6

431.8

30.2

15

25.4

12

406

6.48

27

99.55

250 300

327 350 360 407 419 481 528323 592 650

200

165

127

20.6

22.5

19

8

125

200

190

149.2

23.8

22.5

22.2

8

145

200

210

168.3

27

22.5

22.2

8

145

250

254

200

30.2

22.5

22.2

8

195

250

279

235

33.3

22.5

22.2

8

195

300

317.5

269.9

34.9

15

22.2

12

265

350

381

330.2

39.7

15

25.4

12

305

200

156

114.3

19

45

22.2

4

125

10.32 12.78 16.45 26.62 32.96 43.83 69.17 100.43 146.69.08

400

444.5

387.35

46

11.3

28.6

16

365

500

520.7

450.9

49.2

11.3

31.8

16

406

DN40~80 DN100~300

t

H1 fD

q°

H2

fC

f
N
-
qh

L L

t

H1 fD

fN
-
qh

H2

fC

q°

Remarks: For DN40~DN80, the lining protective ring is 2mm, so the total length of the flow meter shall be increased by L+4mm. 
For DN100~DN300, the lining protective ring is 0.5mm, so the total length of the flow meter shall be increased by L+1mm; 
total length (L) tolerance is ±3mm, total height (H2)  tolerance is ±5mm
    6

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



20040 50 65 80 65 80 100 125 150

DIN PN40 DIN PN16

L

fD

fC

t

q°

qh

N

H1

H2

Connection specification

Nominal diameter(mm)

Lining material

Inclined angle of screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)

L

fD

fC

t

q°

qh

N

H1

H2

Connection specification

Nominal diameter(mm)

Lining material

Inclined angle of screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)

200 250 300

DIN PN10

PTFE

APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION STANDARD TYPE 

320 327 355347 355 347 390 405 470 510

200

150

110

18

45

18

4

125

7.08

200

165

125

20

45

18

4

125

7.72

200

185

145

22

22.5

18

8

145

8.98

200

200

160

24

22.5

18

8

145

12.25

200

185

145

18

45

18

4

145

8.58

200

200

160

20

22.5

18

8

145

11.65

250

220

180

20

22.5

18

8

195

15.62

250

250

210

22

22.5

18

8

195

20.96

300 350

285 340

240 295

22 24

22.5

22 22

8 12

265 305

28.23 39.97

15

510 568 637

350

340

295

24

22.5

22

8

305

33.23

400

395

350

26

15

22

12

365

54.03

500

445

400

26

15

22

12

406

69.55

DN40~80 DN100~300

t

H1 fD

q°

H2

fC

f
N
-
qh

L L

t

H1 fD

fN
-
qh

H2

fC

q°

Remarks: For DN40~DN80, the lining protective ring is 2mm, so the total length of the flow meter shall be increased by L+4mm. 
For DN100~DN300, the lining protective ring is 0.5mm, so the total length of the flow meter shall be increased by L+1mm; 
total length (L) tolerance is ±3mm, total height (H2)  tolerance is ±5mm
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PTFE

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



*1: Remarks: For DN40~DN80, the lining protective ring is 2mm, so the total length of the flow meter shall be increased by L+4mm. 

      For DN100~DN300, the lining protective ring is 0.5mm, so the total length of the flow meter shall be increased by L+1mm; 

      total length (L) tolerance is ±3mm, total height (H2)  tolerance is ±5mm    

*2: To shows the weight of transducer only. Not include the weight of transmitter 2.06kg

JIS 10K

PTFE

40 50 65 100 125

200

140

105

14

45

19

4

125

276.4

5.25

200

155

120

14

45

19

4

125

283.9

6.13

200

175

140

16

45

19

4

145

303.9

250

210

175

16

22.5

19

8

195

346.4

11.35

250

250

210

20

22.5

19

8

195

15.95

366.4

150 200 250 300

300

280

240

22

22.5

23

8

270

429

21.96

500

445

400

24

25

16

406

578

400

400

355

24

15

25

12

365

534

350

330

290

22

15

23

12

305

468

31.68

11.25

52.48 68.00

80

200

185

150

16

22.5

19

8

145

308.9

8.327.43

L

fD

fC

t

q°

qh

N

H1

H2

-

Connection specification

Nominal diameter(mm)

Lining material

Inclined angle of
screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)*2

150 200 250 300

500

480

430

36

27

16

406

594

PTFE

300

305

260

28

15

25

12

270

440

350

350

305

30

15

25

12

305

476

400

430

380

34

15

27

12

365

547

11.25

JIS 20K

40 50 125

200 200

140 155

105 120

18 18

45 22.5

19 19

4 8

125 125

276.4 283.9

250

270

225

26

22.5

25

8

195

376.4

5.53 6.17 22.01 29.48 41.82 72.68 92.60

80

200

200

160

22

22.5

23

8

145

316.4

10.7

100

250

225

185

24

22.5

23

8

195

353.9

14.87

65

200

175

140

20

22.5

23

8

145

303.9

7.43

L

fD

fC

t

q°

qh

N

H1

H2

-

Connection specification

Nominal diameter(mm)

Lining material

Inclined angle of
screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)*2

APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION REMOTE TYPE 

DN40~80 DN100~300

L

H2

H1 D

N-qh

fc

q°

t

L

t

H1 D

H2

q°

N-qh

fc

8

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



ANSI 150 Lbs

PTFE

40 50 65 100 125

200

127

98.4

15.9

45

15.9

4

125

322

4.93

200

152

120.6

17.4

45

19

4

125

335

6.77

200

178

139.7

20.6

45

19

4

145

358

250

229

190.5

22.2

22.5

19

8

195

408

16.27

250

254

215.9

22.2

22.5

22.2

8

195

19.41

421

150 200 250 300

300

279.4

241.3

23.8

22.5

22.2

8

265

478

25.48

500

482.6

431.8

30.2

25.4

12

406

647

400

406.4

361.9

28.6

15

25.4

12

365

589

350

342.9

298.4

27

22.5

22.2

8

305

525

42.62

15

65.68 98

80

200

190

152.4

22.2

45

19

4

145

364

10.79.23

APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION 

L

fD

fC

t

q°

qh

N

H1

H2

-

Inclined angle of
screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)*2

Connection specification

Nominal diameter(mm)

Lining material

L

fD

fC

t

q°

qh

N

H1

H2

-

Inclined angle of
screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)*2

Connection specification

Nominal diameter(mm)

Lining material

APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION REMOTE TYPE 

150 200 250 300

500

520.7

450.85

49.2

31.8

16

406

664

PTFE

300

317.5

269.9

34.9

15

22.2

12

265

495

350

381

330.2

39.7

15

25.4

12

305

542

400

444.5

387.35

46

11.3

28.6

16

365

606

11.3

ANSI 300 Lbs

40 50 125

200 200

156 165

114.3 127

19 20.6

45 22.5

22.2 19

4 8

125 125

337 341

250

279

235

33.3

22.5

22.2

8

195

433

9.08 10.32 32.96 42.28 67.62 98.88 145

80

200

210

168.3

27

22.5

22.2

8

145

374

16.45

100

250

254

200

30.2

22.5

22.2

8

195

421

26.62

65

200

190

149.2

23.8

22.5

22.2

8

145

364

12.78

DN40~80 DN100~300

L

H2

H1 D

N-qh

fc

q°

t

L

t

H1 D

H2

q°

N-qh

fc

9

*1: Remarks: For DN40~DN80, the lining protective ring is 2mm, so the total length of the flow meter shall be increased by L+4mm. 

      For DN100~DN300, the lining protective ring is 0.5mm, so the total length of the flow meter shall be increased by L+1mm; 

      total length (L) tolerance is ±3mm, total height (H2)  tolerance is ±5mm    

*2: To shows the weight of transducer only. Not include the weight of transmitter 2.06kg

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION 

Connection specification

Nominal diameter(mm)

Lining material

200

PTFE

40

200

150

110

18

45

18

4

125

334

5.53

50

200

165

125

20

45

18

4

125

341

6.17

65 80 65 80

369

100 125 150

200

185

145

22

22.5

18

8

145

361

7.43

200

200

160

24

22.5

18

8

145

369

10.70

200

185

145

18

45

18

4

145

361

7.03

200

200

160

20

22.5

18

8

145

10.70

250

220

180

20

22.5

18

8

195

404

14.07

250

250

210

22

22.5

18

8

195

419

19.41

300 350

285 340

240 295

22 24

22.5

22 22

8 12

265 305

484 524

26.68 38.42

15

DIN PN40 DIN PN16

L

fD

fC

t

q°

qh

N

H1

H2

Inclined angle of
screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)*2

Connection specification

Nominal diameter(mm)

Lining material

L

fD

fC

t

q°

qh

N

H1

H2

Inclined angle of
screw hole

Length

External diameter

PCD

Flange thickness

Diameter of screw hole

Height of sensor casing 

Quantity of screw holes

Total height

Weight (kg)*2

200

350

340

295

24

22.5

22

8

305

524

31.68

250

400

395

350

26

15

22

12

365

582

52.48

300

500

445

400

26

15

22

12

406

651

68

DIN PN10

PTFE

APPEARANCE AND DIMENSION AND
FLANGE CONNECTION DIMENSION REMOTE TYPE 

Transmitter Dimension 

164

265.6

69.2

DN40~80 DN100~300

L

H2

H1 D

N-qh

fc

q°

t

L

t

H1 D

H2

q°

N-qh

fc

10

*1: Remarks: For DN40~DN80, the lining protective ring is 2mm, so the total length of the flow meter shall be increased by L+4mm. 

      For DN100~DN300, the lining protective ring is 0.5mm, so the total length of the flow meter shall be increased by L+1mm; 

      total length (L) tolerance is ±3mm, total height (H2)  tolerance is ±5mm    

*2: To shows the weight of transducer only. Not include the weight of transmitter 2.06kg

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



MODEL NUMBER / ORDER CODE COMPARISON TABLE

ORDERING INFORMATION 

Type

00: Standard

04: Remote type

Pipe diameter
040: 40mm

050: 50mm

065: 65mm

080: 80mm

100: 100mm

EPD1 99 - 999999999999 9
242120191817161514131211100605

0605

1110

0 0 A A 9 9
28272625

99

125: 125mm

150: 150mm

200: 200mm

250: 250mm

300: 300mm

12

Connection specification1413 15

C48 : ANSI B16.5 Class 150

C49 : ANSI B16.5 Class 300

A41 : JIS B2220 7.5K

A42 : JIS B2220 10K

A45 : JIS B2220 20K

D57 : DIN 2501 PN10

D58 : DIN 2501 PN16

D60 : DIN 2501 PN40

Casing and flange

MD : Carbon steel

MA : SUS304

MC : SUS316L

1716

Lining material

08 : Neoprene

21 : PTFE

37 : NBR

1918

(Next page)

Model Number Order Code

EPD30 EPD10000-A 

EPD34 EPD10400-A 

9
23

14

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application



Accuracy

F: 0.5%

G: 0.3%

H: 0.2%

Grounding material

00: None

MA: SUS304

MC:  SUS316L

MF : Titanium

MK:  Tantalum

MJ:  Hastelloy alloy(C-276)

EPD1 99 - 999999999999 9
242120191817161514131211100605

24

2625

0 0 A A 9 9
28272625

99

Cable length2827

00: None(Only available for standard type)

10:  10 M(Remote type standard)

15:  15 M

20:  20 M

95:  95 M

A0:  100 M

.
.
.
.

ORDERING INFORMATION 

Electrode material2120

MC : SUS316L

MF : Titanium

MK:  Tantalum

MJ:  Hastelloy alloy(C-276)

9
23

Power supply

A: 100~240Vac, 50/60Hz

D: 24Vdc

23

15

EPD10000-A Standard type

EPD10400-A Remote type

EPD APPLICATION / ORDER FORM

 

 

 

Company Profile  

 
Company Name: Contact Person:    

E-mail: Phone: Tax:  

 
 

  

Medium: Temperature: Sanitary Degree Request� Yes        NO  

Conductivity: Viscosity:

 Diameter of Tube (DN) : Accuracy Request(%): Ambient Temp.:

3
Normal Flow Rate(m /h):

  
3

Max. Flow Rate(m /h):
 

3
Min. Flow Rate(m /h):

Connection Spec: Connection Material**:

3
Pressure(Kg/m ): 3

Max. Static Pressure(Kg/m ):
 

**SUS304, SUS316, SUS316L

Lining Material*:
 

Electrode Material***:

* PTFE、NBR、Neoprene

 ***SUS316，Hastelloy Alloy，Titanium，Tantalum

 Power:

 
110Vac

 
220Vac

 
24Vdc

 Output:

 
4-20mA/Pulse(ferq)

 
RS-485/Modbus

 Grounding:

 
NO

 
YES

  Installation Direction:

 
 Horizontal   

 
Vertical

 Vibration Inside Tube:

 

NO

 

YES

 Strong Magnetic Nearby: NO YES

Explosion Proof:

 

NO YES

 
 
Explosion Proof Code:

Application


