
Φ19mm Diameter
Switch Rating: Ith:5A, Ui:250V
Contact Configuration(□): 1NO1NC(11)/2NO2NC(22)
Operation Position(◆●) 2 positions maintain(21)
                                         2 positions return(23) 
                                         3 positions maintain(31)
The Crust Material(◎): Stainless steel(S)/
Nickel-plated brass(N)
Terminal Type: Pin terminal(2.8X0.5)
IP Degree: IP40 ,IK02

: 

(IP65 can be made to order) 

1～10mm

PBT/PA
LAS1-AGQP-□X/ /△/▲/☆◆● /◎
LAS1-AGQP-□Y/◆●/◎

LAS1-AGQ-□X/ /△/▲/☆◆● /◎
LAS1-AGQ-□Y/◆●/◎

0 8. Nm

Φ19mm Diameter
Switch Rating: Ith:5A, Ui:250V
Contact Configuration(□): 1NO1NC(11)/2NO2NC(22)
Operation Position(◆●) 2 positions maintain(21)
                                         2 positions return(23) 
                                         3 positions maintain(31)
The Crust Material(◎): Stainless steel(S)/
Nickel-plated brass(N)
Terminal Type: Pin terminal(2.8X0.5)
IP Degree: ,IK02

: 

40(IP65 can be made to order)IP  

Φ19mm Diameter
Switch Rating: Ith:5A，Ui:250V
Contact Configuration(□): 1NO1NC(11)/2NO2NC(22)
Operation Position(◆●) 2 positions maintain(21)/
2 positions return(23) / 3 positions maintain(31)
LED Color(△)
LED Voltage(▲) 6V/12V/24V/110V/220V
The Crust Material(◎): Stainless steel(S)/
Nickel-plated brass(N)
Terminal Type: Pin terminal(2.8X0.5)
IP Degree(☆): ,IK02

: 

: 
: 

IP40(IP65/IP67 can be made to order)

Operation
position

90°2 posit ionSwitch
type  

45°3 posit ion

1NO1NC 2NO2NC 2NO2NC

LAS1-AGQ selector switch and keylock switch state chart in operation
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Φ15.68.5 38.2

10 Max.

5.5

12

Terminal
ArrangementTop View

Φ15.8
5.5

1.8 37.2

10 Max.

Terminal
ArrangementTop View

8.5 38.2

10 Max.

Φ15.6

12

5.5

Terminal
ArrangementTop View

1.8 37.2

10 Max.

Φ15.8
5.5

Terminal
ArrangementTop View

Switching

Panel Thickness

Mechanical Life

Electrical Life

Torque

C(Single-break fast-motion 
changeover contact)

1,000,000 cycles

50,000 cycles

Made to order

Button

Body

Base

Stainless steel

Stainless steel

Φ19mm Diameter
Switch Rating: Ith:5A, Ui:250V
Contact Configuration(□): 1NO1NC(11)/2NO2NC(22)
Operation Position(◆●): 2 positions maintain(21)/
2 positions return(23) / 3 positions maintain(31)
LED Color(△): 
LED Voltage(▲): 6V/12V/24V/110V/220V
The Crust Material(◎): Stainless steel(S)/
Nickel-plated brass(N)
Terminal Type: Pin terminal(2.8X0.5)
IP Degree(☆): IP40(IP65/IP67 can be made to order),IK02

Installation of LAS1-AGQ super flat switch

Φ22
Hole diameter Φ22 2. + .

-
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0
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Φ19mm Diameter
Switch Rating: Ith:5A, Ui: 250V
Contact Configuration(□) 1NO1NC(11)/2NO2NC(22)
Two position Maintain
The Crust Material: Stainless steel
Terminal Type: Pin terminal
IP Degree: IP40,IK02

: 

Φ19mm Diameter
Combined Structure
Switch Rating: Ith:5A, Ui:250V
Contact Configuration(□) 1NO1NC(11)/
2NO2NC(22) / 3NO3NC(33)
Operation Position(◆): Two Position(2)/Three Position(3)
Operation Type(●): Maintain(1)/Half Return(2)/Return(3)
The Crust Material: Stainless steel
Terminal Type: Pin terminal(2.8X0.5)
IP Degree: IP40,IK02

: 

1～10mm

PBT/PA

LAS1-BGQ-□X/◆●
LAS1-BGQ-□Y/◆●

0 8. Nm

Button

Body

Base

Stainless steel

Stainless steel

Switching

Panel Thickness

Mechanical Life

Electrical Life

Torque

Za(double-break fast-motion 
changeover contact)

50,000 cycles

200,000 cycles

Made to order

0 8. Nm

1～10mm(LAS1GQ)

PA/PC

LAS1GQ-□Y/2

Button

Body

Base

Made to order

Za(double-break fast-motion 
changeover contact)

1,000,000 cycles

50,000 cycles

Switching

Panel Thickness 

Mechanical Life

Electrical Life

Torque

2NO2NC
Operation
position

90°2 posit ionSwitch
type  

90°3 posit ion

1NO1NC 2NO2NC 3NO3NC 2NO2NC 2NO2NC 3NO3NC

LAS1GQ,LAS1-BGQ selector switch and keylock switch state chart in operation
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Arrangement

Top View
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Φ15

Terminal
Arrangement

Top View 

Note: The product add one switch unit, the length(*) will add 7.5

2 37*

10 Max.

－＋

Φ15.8
Terminal
ArrangementTop View 

Φ19mm Diameter
Combined Structure
Switch Rating: Ith:5A, Ui:250V
Contact Configuration(□): 1NO1NC(11)/
2NO2NC(22) / 3NO3NC(33)
Operation Position(◆): Two Position(2)/Three Position(3)
Operation Type(●): Maintain(1)/Half Return(2)/Return(3)
The Crust Material: Stainless steel
Terminal Type: Pin terminal(2.8X0.5)
IP Degree: IP40,IK02

Stainless steel
Black anodized aluminium alloy

 /
 

Stainless steel
Black anodized aluminium alloy

 /
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