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 PRODUCT SPECIFICATIONS

Water: 1~150 cm/s 

Oil: 3~300 cm/s

SUS304 / 316 / 316L  

Approx.15 Sec

G1/2, G1/4, NPT1/2

19 ~ 30Vdc

50mA (max.) 

-20 ~ 80BC

     Open Collector : NPN / PNP(<400mA)
Relay : 1A/30Vdc, 0.3A/125Vac (NO or NC)

100 bar (max.)

-20 ~ 60BC

Water: 1~150 cm/s 

Oil: 3~300 cm/s

Process temp.

Ambient temp.

Model

Alarm output

Operating pressure

Housing

Protection level

 
Warm-up time

Connection thread

Operating voltage

Measuring range

Power consumption

Accessory

  

  

Drawings

IP67

Water: 1~150 cm/s 

Oil: 3~300 cm/s

G1/2, NPT1/2

-20 ~ 80BC

100 bar (max.)

-20 ~ 60BC

3-wire NPN/PNP
Power-brown

Grounding-blue 
Output-black

Approx.15 Sec Approx.15 Sec

Flow velocity below set point- Red LED on, Open

Flow velocity equals set point- Yellow LED on, Close

Flow velocity above set point- 4 Green LED to indicate flow speed, Close

Led indication

Wiring

Gasket, 2m Cable

SP200 Compact model SP201 Extension model

f7.4

1/2"PF L=31

HEX38

72.5
59.5

M12

SP202 High Temp. model  

40.5

L
(Max.200)

HEX38

M12

G 1/2"

f7.4

f16

40.5

31

HEX38

f7.4

M12

G 1/2"

-20 ~ 120BC

100 bar (max.)

-20 ~ 60BC

G1/2, G1/4, NPT1/2

SUS304 / 316 / 316L  Wetted part
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Process temp.

Ambient temp.

Model

Alarm output

Operating pressure

Housing

Protection level

 

Warm-up time

Connection thread

Operating voltage

Measuring range

Accessory

Drawings

Flow velocity below set point- Red LED on, Open

Flow velocity equals set point- Yellow LED on, Close

Flow velocity above set point- 4 Green LED to indicate 

flow speed, Close

Led indication

Power consumption

G1/2, NPT1/2

Approx.15 Sec

100 bar (max.)

IP65

PC

19 ~ 30Vdc

50mA (max.) 

3-wire NPN/PNP
Power-brown

Grounding-blue 
Output-black

Gasket, 2m Cable

Water: 1~150 cm/s 

Oil: 3~300 cm/s

-20 ~ 80BC

-20 ~ 60BC

SP220 Economy model

Open Collector : NPN / PNP(<400mA)
Relay : 1A/30Vdc, 0.3A/125Vac (NO or NC)

f7.4

30 19.8

L=31

106

40
M12

1/2"PF

Footnote Sensitivity and Alarm setting not available.

Wiring

SUS304 / 316 / 316L  Wetted part
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SP210
modelStainless Steel 

Water: 1~150 cm/s 

Oil: 3~300 cm/s

SUS304

G1/2, NPT1/2

60mA (max.) 

-20 ~ 80BC

Relay: 3A/250Vac

100 bar (max.)

-20 ~ 60BC

IP67

19 ~ 30Vdc

SP170-(½) 
Explosion Proof model

31

f38

f70

Sight Window

46

PG

32

f7.4
G1/2"

78

Process temp.

Ambient temp.

Model

Alarm output

Operating pressure

HousingHousing

Protection level

 
Warm-up time

Connection thread

Operating voltage

Wiring

Measuring range

Accessory

Drawings

Approx.15 Sec

5-wire Relay Output
Power- red
Grounding- black
COM- white
NC- yellow
NO- blue

Flow velocity below set point- Red LED on, Open

Flow velocity equals set point- Yellow LED on, Close

Flow velocity above set point- 4 Green LED to indicate flow speed, Close

Led indication

Power consumption

Gasket, 2m Cable

NC   C   NOF    G

31

f38

f70

46

32

f7.4
G1/2"

78

f38

f70

46

32

f7.4

G1/2"

78

L
(Max.200)

SP171-(½) Explosion-proof 
extension model

4

Relay: 5A/250Vac

NEPSI Ex d IIC T6 Gb

SUS304 / 316 / 316L  Wetted part



Connection

00: Standard

01: Economy(ABS)

02: Hi-temperation

Certification

00: None   

7C: NEPSI-Exd    

B0: DNV

A: Compact type

B: Extension type

C: Stainless steel type

D: Stainless steel extension type

    

Thread item

AA: JIS

AB: ISO

AC: ANSI

A4: 3/8" 

A2: 1/4" 

A5: 1/2" 

A7: 3/4"  

A8: 1"

01: PT male      

03: PF male    

05: BSP male    

07: NPT male    

13: GAS male    

SPX1 9999 99999999999999
222120191817161514131211100908070605

0605

0807

09

1110 1312 1514

Material

MA: SUS 304

MB: SUS 316

MC: SUS 316L

Output signal

A: NPN   

B: PNP

C: Relay 1A/30Vdc, 0.3A/125Vac(NO)

D: Relay 1A/30Vdc, 0.3A/125Vac(NC)

E: SPDT 3A/5A, 250Vac(Only stainless steel type )

1716

18

Length2019 2221

0031~0200 0031(PF), 0040(NPT/PT)mm, Max.0200

0070~0200 0070~0200mm

8

 ORDER  INFORMATION

Code Description

Construction

Model

-
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00: None   

1C:ATEX-Ex d

Thread 

AA: JIS

AC: ANSI

A8: 1" 01: PT male    

07: NPT male  

SFX1 99 9999999999
201918171615141312110807

0807

1312 1514 1716

Material

MA: SUS 304

MB: SUS 316

1918

Paddle length20

11

E

Code Description

Aluminum, 1/2"PF-88x84, only for none explosion proof

L Aluminum, 1/2"NPT-80x80, only for ATEX-Ex d

X: Standard 

Certification

Housing

Connection

MODEL NUMBER / ORDER CODE COMPARISON TABLE / 
ORDER  INFORMATION

0 0 - 1 A

SF1800 SFX10000-A1EAAA801

Sf1700 SFX1001C-A1LAAA801

Model Number Order Code


